
• TrunkTracker V
 (Includes APCO P25 I and II)

• 25,000 Channels 

• Close Call™ RF Capture 

• Temporary Lockout 

• Location-Based Scanning
* 

• Fire Tone-Out Alert 

• Band Scope 

•
 Rapid

 
System/Channel Number Tagging 

• DCS/CTCSS Rapid Decoding 

• Audio AGC 

• S.A.M.E. Weather Alert 

• Location Alerts* 

• Crows-Flight Navigation* 

• Backlit Keypad & LCD 

• Dynamic Memory 

• Custom Search 

• 16 Character Text Tagging 

• Narrowband Reception 

• Key-Safe Mode 

• IF Exchange 

• Preemptive Trunking Priority 

• 12 Service Searches: Public Safety,  
  News, Ham Radio, Marine, Railroad, 
  Air, CB Radio, FRS/GMRS, Racing,  
  FM Broadcast and Special (Itinerant) 

• Multi-Site System Support 

• Channel Volume Offset 

• PC Programming and Control
(with 3rd party software, not included) 

• Frequency Coverage: 25-512 MHz, 
  758-824 MHz, 849-869 MHz, 
  894-960 MHz, 1240-1300 MHz

• Includes: AC power adapter, antenna
  USB cable, DC Wiring Harness, Mounting
  hardware and owner’s manual 

Features 

Specifications: 

All Dimensions (w x h x d) Inches:  

Master Pack Dimensions: 11.5 x 12 x 17.5 
Master Pack Weight: 35 lbs 
Master Carton Quantity: 6 
Packaging Dims: 5.75 x 10.75 x 3.75
Packaging Weight: 5.58 lbs 
Country of Origin: Viet Nam 
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*Compatible GPS Required (not included) 

BCD996P2 TrunkTracker V Base/Mobile Scanner


