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Bar-type License Camera with IR Night Vision 

VISION 
VTL400CIR/VTL420CIR User's Manual 

1.Parta list

A Carnerax1 B Carnerapowerextensbn crole (283 Inches)xl C Screwx2 D User's manual x 1 

2.Function introduction

Key Features
High sensitive 1/4” Color CMOS 

420 TVL Horizontal resolution

Remarkably True Color Reproduction 

Remarkable day/night performance of 0 Lux at 

F2.0

Excellent Auto White Balance

Waterproof (IP68)

Reverse image/Normal Image

Parking lines On/Off

IR LED On/Off

Beautiful design and anti-scratch coating 

3.Dimension(lnches) & wir ing

Video 

E[]W 

specification 
Model 

Image 

Effective pixels 
Horl2ontaI reB(lutlon 
Total number c:I pixels 

Min.illumination 
Syn ch ronl� ng PJ•tem 

Scannl ng system 
Video output 
Sin ratio 

Electronic Iris 

White balooce 
Gain control 

Lens mount 

Viewing Angle 

Power source 

Operatin gtemp 

Storage temp 
Wat.e,proof 

Led 

IR dlat■nce 
-

VTL400CIR/VTL420CIR 
1 /4 Color CMOS 
628(H)X586(V) 
420TVLines 

300k 

0Lux(RONJ 
Internal 

2   · 1 lnterlacod 
1Vp-p75ohm 
More than 48db 

1/50 to 1/1000 sec 

Al/TO 

Al/TO 

1.9mm 
120" wide angle or view 
DC12V 

.4• F- + 122' F(-20' C- + 50' C) 

50' C) 
·40- F- + 176" F( ·40° C- + BO" CJ 

lp68 

7PCS 

6M 

SPRING WASHER ( 4PCS) 

PLATE WASH ER( 4PCS) 

M6HEXNUT(4PCS) 

BUMPER or CHASSIS 

LICENSE PLATE 

FRAME LICENSE ASS'f 

l

E. Camera's harness x1

Parking Lines On/Off
IR LED On/Off
Reverse/Non-Reverse Switch
Red wire (Power 12v)
Black wire (Ground)
RCA Male (Video)
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