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Designed and Engineered in the USA
Manufactured in China
Gemini is a registered trademark of Innovative 
Concepts & Design, LLC
One Year Warranty Included.

00.67 lb / 0.3 kg
01.04 lb / 0.5 kg

 7.64 x 4.53 x 8.82” 
(194 x 115 x 224 mm)
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HEARING AND WELL-BEING TRAFFIC SAFETY
• Do not play your personal audio at high volume. Hearing experts advise against 

continous extended play.
• If you experience a ringing in your ears, reduce volume or discontinue use.

•
• You should use extreme caution or temporarily discontinue use in potentially hazardous situations.
• Even though your headphones are of the open-air type design to let you hear outside sounds, don’t turn up the 

volume so that you can’t hear what is around you.

PROFESSIONAL GRADE HEADPHONES

DJX-1000
PROFESSIONAL GRADE HEADPHONES

DJX-1000

PROFESSIONAL GRADE HEADPHONES

DDJJXX-1000-1000
• Auriculares de referencia de estudio de nivel 
profesional con respaldo cerrado.
• Los controladores dinámicos de 53 mm propor-
cionan una respuesta de frecuencia ultra ancha que 
ofrece un rendimiento de graves extendido y 
agudos detallados.
• El diseño cerrado garantiza un entorno de 
escucha constante con un aislamiento de sonido 
excepcional.
• Proporciona una monitorización natural similar a 
la de los altavoces con una amplia puesta en escena 
de sonido.
• Extremadamente ligero y cómodo para largas 
sesiones de estudio.
• Conector de cable: 1/8 "y 1/4"
• Longitud del cable: 157.5 "(4000 mm)

•  Professional-grade, closed-back studio reference 
headphones.
• 53 mm dynamic drivers provide ultra-wide 
frequency response delivery extended bass 
performance and detailed highs.
• Closed-back design ensures consistent listening 
environment with exceptional sound isolation.
• Provides natural speakers-like monitoring with 
spacious sound staging.
• Extremely-lightweight and comfortable for long  
  studio sessions
• Cable connector: 1/8” and 1/4”
• Cable length: 157.5” (4000mm)

• Professioneller, geschlossener 
Studio-Referenzkopfhörer.
• Dynamische 53-mm-Treiber bieten einen ultrabre-
iten Frequenzgang, eine erweiterte Bassleistung 
und detaillierte Höhen.
• Das geschlossene Design sorgt für eine konsis-
tente Hörumgebung mit außergewöhnlicher Schalli-
solierung.
• Bietet eine natürliche lautsprecherähnliche 
Überwachung mit räumlicher Klangwiedergabe.
• Extrem leicht und komfortabel für lange 
Studio-Sessions
• Kabelanschluss: 1/8 "und 1/4"
• Kabellänge: 157,5 "(4000 mm)

• Casque de référence de studio de qualité profes-
sionnelle à dos fermé.
• Les transducteurs dynamiques de 53 mm o¡rent 
une réponse en fréquence ultra-large o¡rant des 
performances étendues pour les graves et des 
aigus détaillés.
• La conception fermée assure un environnement 
d'écoute cohérent avec une isolation sonore 
exceptionnelle.
• Fournit une surveillance naturelle de type 
haut-parleur avec une mise en scène sonore 
spacieuse.
• Extrêmement léger et confortable pour les 
longues sessions de studio
• Connecteur de câble: 1/8 ”et 1/4”
• Longueur du câble: 157.5 "(4000mm)




